
329
STERN-LON
Chesterton 329 is square plait braided to provide an
unusually flexible, formable packing.  The base fiber
in STERN-LON is long-fibered roved flax of the
highest quality.  This material is graphite free to avoid
galvanic corrosion on shafts.  329 is first impregnated
with concentrated PTFE dispersion to promote non-
flowing lubricity and to retard degradation.
This is followed with a plasticizing “break-in ”lubricant
which assures compressibility, flexibility, and good
packing-to-shaft contact. Large sizes need not be
hammeredinto place.  Finally, in order to minimize
frictional attrition,a finely divided fluorocarbon powder
 is embedded into the surface of the packing.  There
will be virtually no wear on the sleeve or shaft.

TECHNICAL DATA

Temperature Limit:  275°F (135°C)

Pressure Limit:  300 psi (20 BAR)

Shaft Speed:  1000 ft/min (5 m/sec)

STERN-LON is a trademark of A.W. Chesterton Company
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329  Stern-Lon®
Approximate Size Data

Size Packaged +/- 5% Product
Reorder

Inches mm Lbs kg. Number

1/4 6.4 5 2.27 032973
5/16 8 5 2.27 032974
3/8 9.5 5 2.27 032975
3/8 9.5 10 4.54 032981
7/16 11.1 5 2.27 032977
1/2 12.7 5 2.27 032979
1/2 12.7 10 4.54 032983
9/16 14.3 5 2.27 032980
9/16 14.3 10 4.54 032984
5/8 15.9 10 4.54 032985

11/16 17.5 10 4.54 032986
3/4 19.1 10 4.54 032987

13/16 20.6 10 4.54 032988
7/8 22.2 10 4.54 032989

15/16 23.8 10 4.54 032993
1 25.4 10 4.54 032994

TYPICAL APPLICATIONS

For stern tubes, rudder posts, shaft
bulkhead glands, and cold water
applications.

Available up to 3” in 1/8” increments.

ISO 9001 CERTIFIED


