
 

1725A PRODUCT DATA SHEET 
 

 
1.0 SCOPE 

 

1.1  This specification describes 1725A, a food grade mechanical packing. 

1.2  Style 1725A packing & components shall comply with the USDA requirements for minimal food  

        contact and the FDA requirements under Title 21 CFR, 178.3297, 177.2800, lubricants for incidental  

        food contact and 177.1550, per fluorocarbon resins. 

1.3   This packing is designed for service in food processing equipment.  It is applicable for the use in 

sealing pumps, agitators, and mixers. 

 

2.0 CONTENT AND CONSTRUCTION 

 
2.1  Content  

        2.1.1  Yarn  

           2.1.1.1  1725A is manufactured from an expanded PTFE yarn with high temperature lube. 

        2.1.2  Lubricants 

  2.1.2.1  The yarn shall have a talc and high temperature lubricant which complies with FDA 

requirements.     

2.2  Construction 

        2.2.1  Packing of 1/4” through 1” shall be interbraided.  

 

3.0 TYPICAL PHYSICAL, THERMAL, AND CHEMICAL CHARACTERISTICS 

 

3.1  Physical Characteristics  

       3.1.1  Maximum Shaft Speed: 1800 FPM (9 MPS) 

       3.1.2  Pressure Limit: 325 psig (22 bar g) in rotating equipment 

       3.1.3  Color: White 

3.2  Thermal Characteristics 

       3.2.1 Minimum Service Temperature: -20°F (-29°C) 

       3.2.2  Maximum Service Temperature: 450°F (232°C) 

3.3  Chemical Characteristics  

       3.3.1  Service pH Range: 0 to 14 

       3.3.2  Chemical Incompatibility – Strong oxidizers including Fluorine (F2), ClF3 and related 

compounds, and molten alkali metals. 
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